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AIR QUALITY PLAN APPROVAL
By Certified Mail Number: 7016 1970 0000 4853 48@Qurn receipt requested.
Dear Mr. Pepin:

The Massachusetts Department of Environmental &rote(“MassDEP”), Bureau of Waste Prevention, has
reviewed your Limited Plan Application (“Applicati®) listed above. This Application concerns thepgosed
changes in operating speed of three coating lindglee associated increase of potential emissidaaésive
Application, Inc. (“AAI", “Applicant” “Permittee”)located at 41 O’Neil Street in Easthampton, Masgsetts
(“Facility”).

This Application was submitted in accordance wit® £MR 7.02 Plan Approval and Emission Limitati@ss
contained in 310 CMR 7.00 “Air Pollution ControBgulations adopted by MassDEP pursuant to the atytho
granted by Massachusetts General Laws, ChapterSEELtion 142 A-O, Chapter 21C, Section 4 and 6, and
Chapter 21E, Section 6. MassDEP’s review of youpl&sation has been limited to air pollution control
regulation compliance and does not relieve younefdbligation to comply with any other regulatory
requirements.

MassDEP has determined that the Application is agitmatively and technically complete and that the
Application is in conformance with the Air PolluticControl regulations and current air pollution ttoh
engineering practice, and hereby grants Bhesm Approval for said Application, as submitted, subject to the
conditions listed below.

Please review the entire Plan Approval, as it fijes the conditions with which the Facility owrogrérator
(“Permittee”) must comply in order for the Facility be operated in compliance with this Plan Appiov

1. DESCRIPTION OF FACILITY AND APPLICATION

AAl manufactures packing and sealing devices aedgure sensitive tapes. The tape consists ofd:lme

This information is available in alternate format. Call Michelle Waters-Ekanem, Diversity Director, at 617-292-5751. TTY# MassRelay Service 1-800-439-2370
MassDEP Website: www.mass.gov/dep
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polyethylene foam which is coated with a solvergdzhadhesive with either a synthetic rubber or anlacry
base. The facility has also developed a line wfaeable products, with permanent adhesive on ateeasid
removable adhesive on the other, as well as ren@aalnesive on both sides. The facility’s prodartsused
by automotive, electronic, plastics molders andusldrs, appliance, furniture, and window and door
manufacturers.

The Facility has three existing coating lines, @matt1, #2 and #3, which utilize coatings contanialatile
organic compounds (VOCs) and Hazardous Air PollstddAPs), and are controlled by one recuperatng a
two regenerative thermal oxidizers.

This current Plan Approval is issued specificatlyatcount for the increase in production speed fiitiynfeet
per minute (50 fpm) to one hundred feet per miriLi@® fpm) during the operation of Coaters #1 and E@r
convenience, this Plan Approval incorporates thésEion Limits, and the Compliance Demonstration,
Monitoring, Recordkeeping and Reporting Requiremémm the Facility’s last Plan Approval, file nuerb
WE-15-015.

BACT Deter mination and Emission Limits

BACT was determined and instituted for the facititgmission units during the initial applicationdaapproval
process dating back to 2010 and last addressdallih ZThe facility is subject to facility wide ersien limits

of 15.2 tons per yeaand 2 tons per month of VOCs and combined HAPsSa@idons per year and 2.0 tons per
month for any individual HAP.

In order to maintain the best available controhtesiogy (“BACT”) requirements previously establish&Al
shall continue to operate under the following:
» Coating operators will sign off on all water-basadvent-based coating changes;
* When applying water-based coatings, emissionsb&ilNented to atmosphere;
* When applying a solvent-based coating/cleaningtsoiu
o Emissions from all three coaters will be capturetiG®% PTE (demonstrated by compliance
with EPA Method 204) and vented to one of two CIREEhnologies, Inc. RTOs or, in the case
of Coaters #2 and #3, could also be routed to @tal@ic Products International thermal
oxidizer. All three thermal oxidizers are guaraatéo achieve a minimum 99% destruction
efficiency of VOCs and HAPs;
o The system will have a mechanical interlock to prevthe coating process from proceeding until
the receiving thermal oxidizer reaches a minimurt,600F;
0 A mechanical interlock will shut down the coatin@gess if the combustion chamber
temperature of the receiving thermal oxidizer sslthan 1,40,
o A low leakage control damper will direct emissidresm water-based operations to the
atmosphere and direct solvent-based operationshteranal oxidizer.
o Adhesive Applications will use standard operatingcedures to provide redundant confirmation
of the direction of flow by use of a visual gaugetbe damper;

! Solvent-based is defined herein as a coating/rigasolution with a VOC/HAP content greater thad pounds per pound of solids
applied and greater than 3% by weight before cantro
2 Year: For emission calculations means: any corisecli2 month period, also known as a “rolling 1@ath period”.
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Applicable Regulatory Requirements

In addition to being subject to the BACT requiretsenf 310 CMR 7.02(8)(a)2, the surface coating apen is
subject to the visible emission requirements of @MR 7.06, the dust, odor, construction and dernoolit
requirements of 310 CMR 7.09 and the noise rednecgquirements of 310 CMR 7.10.

The natural gas-fired drying oven burners on Caatédr #2, and #3, the two RTO burners, and thepezative
thermal oxidizer burner are each exempt from plgraval requirements pursuant to 310 CMR 7.02(2Kb)
The 8 MMBtu/hr burner on the recuperative thermatlizer will have particulate matter (PM) requirents of
310 CMR 7.02(8)(h) and the inspection, maintenatesting and recordkeeping requirements in accaman
with 310 CMR 7.04(4)(a).

The Permittee has indicated that the Project igestito 40 CFR Part 60 Subpart RR, Sandards of
Performance for Pressure Sensitive Tape and Label Surface Coating Operations, and will satisfy
860.442(a)(2)(). A VOC/HAP destruction efficienof99%, verified through performance testing (EaB
Provision 7) satisfies the emission limitationdieTecordkeeping and reporting requirements of SulR
are incorporated into this Plan Approval.

2. EMISSION UNIT IDENTIFICATION

Each Emission Unit (“EU”) identified in Table 1ssibject to and regulated by this Plan Approval:

Tablel
EU Description Design Capacity Pollution Control Device (PCD)
Coater #1 — Stik || Surface| Max. Web Width: 63 inches EU #2 AND EU #3
Coating Line Web Speed: 100 ft/min One (1) — Catalytic Products International
1 | natural gas-fired dryers QUADRANT SRS-14,000
Solvent and water-based | (3) — 2 MMBtu/hr burners (model #15-7632) Recuperative
coater Thermal Oxidizer with a total 8 MMBtu/hr
Coater #2: Max. Web Width: 63 inches natural gas-fired Maxon Corporation custon

(Circular IncinoPak) burner

DPI surface coating line w|  Web Speed: 100 ft/min .
(or equivalent)

Boart Manufacturing

2 natural gas-fired dryer (1) — 3 MMBtu/hr burner EU #1. EU #2 AND EU #3
Solvent, water, and ; hnolodi
silicone-based coater Two (2) — CIRE Technologies, Ing.

(model #1209599RTO) Regenerative
Coater #3: Max. Web Width: 12 inches| ~ Thermal Oxidizers (RTOs) each with a
production (toll) coater . : 2 MMBtu/hr natural gas-fired Maxon
. Web Speed: 20 ft/min : .

3 | natural gas-fired dryers Corporation Kinemax nozzle burner.
Solvent, water, and (2) — 0.55 MMBtu/hr burners
silicone-based coater

TablelKey:
EU = Emission Unit Number PCD = Pollution Contrah\ice

ft/min = feet per minute MMBtu/hr = million Britisthermal Units per hour
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The Permittee is subject to, and shall not exceed®perational, Production, and Emission Limits as
contained in Table 2:

Table 2

EU

Operational / Production Limit

Contaminant

Air

Emission Limit

1,2,3

1. PTE with 100% capture efficiency

when applying solvent-based
coatings/cleaning solutions

. (2) — CIRE Technologies, Inc.

RTOs, model # 1209599RTO with
99% destruction efficiency when
applying solvent-based coatings

. 1,500F minimum operating

temperature before start-up of
Coater #1, Coater #2, and Coater
#3. Minimum thermal oxidizer
temperature of 1,408 thereafter,
both readings taken at the
downstream end of the combustion
chamber

. Minimum air flow of 200 ft/min at

all mix stations within the mix
room/flammable storage room and
flow routed to the RTO

VOC/HAP

2,3
(when
controlled
by the
CPI
oxidizer)

2,3
(when
controlled
by the
CPI
oxidizer)

. PTE with 100% capture efficiency

when applying solvent-based
coatings/cleaning solutions

. (1) — Catalytic Products

International (CPI) recuperative
thermal oxidizer, model #15-7632
(or equivalent) with 99%
destruction efficiency when
applying solvent-based coatings.

. 1,500F minimum operating

temperature before start-up of
Coater #2 and/or Coater #3.

Minimum temperature of 1,468
thereafter, both readings taken at tf
downstream end of the combustion

chamber

e

VOC/HAP

VOC/HAP
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Table2
: : .. Air _ _—
EU Operational / Production Limit . Emission Limit
Contaminant
8. Minimum air flow of 200 ft/min at
all mix stations within the mix
room/flammable storage room and
air flow routed to the CPI
recuperative thermal oxidizer
9. From burner of the CPI recuperative
- PM <0.10 Ibs/MMBtu
thermal oxidizer
3 10. VOC application ratec 23.2 Ibs/hr
11.75 gallons of clean-up solvent per
calendar month VOC 1.0 TPY
0.2 TPM
12.900 gallons of clean-up solvent per
12 consecutive months
13. HAP application rate 2.1 Ibs/hr Single HAP 0.1 TPY
HAP (total) 0.02 TPM
Facility- 15.2 TPY
wide voc 2.0 TPM
. 9.9 TPY
- Single HAP > OTPM
15.2 TPY
HAP (total) 2 0 TPM
Table2 Key:

EU = Emission Unit Number
VOC = Volatile Organic Compounds
HAP (total) = total Hazardous Air Pollutants.

Ibs/hr = pounds per hour % = percent

°F = degrees Fahrenheit
< = less than or equal to

TPY = tons per consecutivel2-month period, inclgditeaning materials

HAP (single) = maximumgle Hazardous Air Pollutant
TPM = tons per thoincluding cleaning materials
fthmt feet per minute

RTO = Regenerative Thermdizer
CPI = Catalytic Produatsrhational
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B. COMPLIANCE DEMONSTRATION
The Permittee is subject to, and shall comply whils, monitoring, testing, record
keeping, and reporting requirements as containdaines 3, 4, and 5:
Table3
EU Monitoring and Testing Requirements
In accordance with the best available control tetdgy provision of 310 CMR 7.02(8)(a)2. and
40 CFR 60.445(qg), the Permittee shall install,bralie, maintain, and operate a monitoring devicg
such as a manometer, which shall continuously roottie pressure of each PTE to indicate that
the PTE is achieving 100% capture efficiency.
In accordance with the best available control teétmy provision of 310 CMR 7.02(8)(a)2., the
Permittee shall monitor, on a daily basis, thevalocity at all mixing stations within the mix
room/flammable storage room to confirm a minimurtoeity of 200 feet per minute.
In accordance with 310 CMR 7.02(8)(a)2., audibld @isual alarms shall alert the operators if thg
1,2,3 CIRE Technologies, Inc. RTO temperature drops46EF.

In accordance with 40 CFR 60.442(e), the Perm#tedl install a continuous chart recorder to
monitor the CIRE Technologies, Inc. RTO operatgperature at the downstream end of the
combustion chamber. The monitoring device shaleten accuracy of the greater of +0.75
percent of the temperature being measured exprassiegjrees Celsius or £2.5 °C.

In accordance with the best available control tetdgy provision of 310 CMR 7.02(8)(a)2., the
Permittee shall install a low leakage control dantpalirect emissions from water-based
operations to the atmosphere and direct solverdgebaperations to a thermal oxidizer. The
damper shall be equipped with a visual gauge fey @ad redundant identification of flow path.

In accordance with 310 CMR 7.02(3)(e), for eaatdpction run, the Permittee shall record:
a. whether the coating was water-based or solventehase
b. whether exhaust from each solvent-based coatingatipe was vented to atmosphere or ar
in-service thermal oxidizer;
c. date, time, and duration of production run; and
d. the associated thermal oxidizer temperature foptbeduction run.
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Table3

EU

Monitoring and Testing Requirements

1,2,3

In accordance with 310 CMR 7.02(3)(d), the Pernaigtball monitor, on a daily basis, to
demonstrate compliance for each calendar montH arabnsecutive months, the emission limits
in Table 2. Such monitoring shall include, but ¢ limited to:

a. For each coating, as applied:

iv.
V.
Vi.
vii.

viii.

iX.
X.
Xi.

Xii.
Xiii.

XIV.

Date;

Trade name;

Gallons used;

Coating density (Pounds per gallon);

Pounds of VOC per pound of solids applied;
Pounds of HAP per pound of solids applied;
Weight percent of VOC;

Weight percent HAP;

Application rate of coating (Ibs/hour);
Calculated VOC application rate (Ibs/hr);
Calculated HAP application rate (Ibs/hr);
Gallons of cleanup solution used;

Pounds of VOC per gallon of cleanup solution; and
Pounds of HAP per gallon of cleanup solution.

2,3
(when
routed to
the CPI
thermal
oxidizer)

In accordance with 310 CMR 7.02(3)(d), 310 CMR 7ah8 40 CFR 60.8, the Permittee shall tes
the PTE capture efficiency of Coater #2 and #3tardVOC/HAP destruction removal efficiency
of the CPIQUADRANT SRS-14,00qor equivalent) recuperative thermal oxidizer with20days
after startup. The emission testing shall conftorthe following requirements:

a. The testing shall take place under maximum andmim loading conditions that
are representative of the facility’s operation;

b. The Permittee shall submit a pretest protocol ta3dEP for review at least 45
days prior to the anticipated test date. The atehall include a description of
the proposed test port locations, sampling equipntesting procedures, and
operating conditions;

c. The Permittee shall submit the final emission tepbrt to MassDEP within 45
days after the completion of the compliance staskirig. The report shall, at a
minimum, include documentation of all test findiraged a description of operating
parameters (line speed, coatings used, oxidizepeestures, etc.);

d. The Permittee shall conduct performance test pruoresdn accordance with 40
CFR 60.444(c);

e. The Permittee shall follow the test methods andgaares in accordance with 40
CFR 60.446.

In accordance with 40 CFR 60.442(e), the Perm#tedl install a continuous chart recorder to
monitor the CPRQUADRANT SRS-14,00qor equivalent) recuperative thermal oxidizer apieg
temperature at the downstream end of the combusktiamber. The monitoring device shall have
an accuracy of the greater of +0.75 percent oféhgerature being measured expressed in
degrees Celsius or +2.5 °C.
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Table3

EU

Monitoring and Testing Requirements

10.

In accordance with 310 CMR 7.02(8)(a)2., audibld @isual alarms shall alert the operators if thg

CPIQUADRANT SRS-14,00qor equivalent) recuperative thermal oxidizer tengpure drops to
1,45CF.

17

11.

The Permittee shall install a differential pressmanitor to measure silicone dioxide build-up in
the CPIQUADRANT SRS-14,00qor equivalent) recuperative thermal oxidizer.eThonitor shall
alert the operator if clean out is necessary.

Facility-
wide

Facility-
wide

12.

At MassDEP'’s request, the Permittee shall conduntise survey, which is in accordance with
MassDEP guidelines, to demonstrate that the noipadts from the operation of the PCDs are in
compliance with Regulation 310 CMR 7.10 and thedaurof Air and Waste Noise Policy No.
90-001. This survey shall be conducted within 69sdMassDEP’s request. The Permittee shall
submit a pretest protocol to MassDEP for revieveast 30 days prior to the anticipated test datg
The protocol shall include, but not be limited dojescription of the proposed test locations,
sampling equipment, testing procedures, and opgratnditions.

13.

The Permittee shall monitor all operations to easuifficient information is available to comply
with 310 CMR 7.12 Source Registration.

14.

If and when MassDEP requires it, the Permitteel sloalduct emission testing in accordance with
USEPA Reference Test Methods and Regulation 310 CMB.

15.

At least 30 days prior to emission testing, thenitéee shall submit to MassDEP for approval a
stack emission pretest protocol.

16.

Within 45 days after emission testing, the Permighall submit to MassDEP a final stack
emission test results report.

Table 3 Key:

EU = Emission Unit Number CMR = Code of Massacheadeégulations
PTE = Permanent Total Enclosure CFR = Code of B¢&gulations

% = percent

RTO = regenerative thermal oxidizer

°F = degrees Fahrenheit MassDEP = Massachusettstepaof Environmental Protection
VOC = volatile organic compound USEPA = United &dEnvironmental Protection Agency

HAP = Hazardous Air Pollutant PCD = Pollution Cahevice

CPI = Catalytic Products International



Adhesive Applications, Inc.
June 30, 2017 — Limited Plan Approval
Application No. 17-AQ01P-000018-APP
Page 9 of 18

Table4

EU Record K eeping Requirements

1. In accordance with 310 CMR 7.02(3)(e), on a dadgib the Permittee shall record the pressure of
each PTE on Coaters #1, #2, and #3 and indicatéheter not the PTE is achieving 100% capture
efficiency.

2. Inaccordance with 310 CMR 7.02(3)(e), the Permistieall record, on a daily basis, the air veloaity
all mix stations within the mix room/flammable sige room to confirm a minimum velocity of 200
feet per minute.

3. Inaccordance with 310 CMR 7.02(8)(a)2., the Pdamishall record any instances when the CIRE
Technologies, Inc. RTO temperature dropped to TR0 below. A log shall be kept documenting
the time of the alarm, cause of alarm, and wherht@emal oxidizer resumed normal operation.

1,2,3 | 4. Inaccordance with the best available control tetdy provision of 310 CMR 7.02(8)(a)2. and 40
CFR 60.445(e), the Permittee shall install, catdranaintain and operate a continuous chart recordg
or computerized data recorder system that williooatusly record the exhaust gas temperature of th
CIRE Technologies, Inc. RTO.

1]

5. In accordance with 40 CFR 60.443(e), the Perméted! record all 3-hour periods (during actual
coating operations) during which the average teatpeg of the CIRE Technologies, Inc. RTO is
more than 50 °F below the average temperatureeodi¢ivice during the most recent performance tes
complying with §60.442(a)(2).

6. In accordance with 310 CMR 7.02(3)(e), for eaabdpiction run, the Permittee shall record:
a. whether the coating was water-based or solventehase
b. whether exhaust from each solvent-based coatingratipe was vented to
atmosphere or an in-service thermal oxidizer;
c. date, time, and duration of production run; and
d. the associated thermal oxidizer temperature foptbeuction run.

7. In accordance with 310 CMR 7.02(3)(e), the Permittieall prepare and maintain sufficient records t
demonstrate compliance for each calendar montich 8cords shall include, but are not limited to:
a. For each coating, as applied:
i. Date;
i. Trade name;
iii. Gallons used;
iv. Coating density (Pounds per gallon);
1,2.3 v. Pounds of VOC per pound of solids applied;
vi. Pounds of HAP per pound of solids applied;
vii. Weight percent of VOC;
viii. Weight percent HAP;
ix. Application rate of coating (Ibs/hour);
X. Calculated VOC application rate (Ibs/hr);
xi. Calculated HAP application rate (Ibs/hr);
xii. Gallons of cleanup solution used;
xiii. Pounds of VOC per gallon of cleanup solution; and
xiv. Pounds of HAP per gallon of cleanup solution.

J
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1]

Table4
EU Record K eeping Requirements

8. Inaccordance with 40 CFR 60.445(d), the Permgtesl maintain a 12 month record of the amount
of solvent applied in the coating at the facility.

9. In accordance with 310 CMR 7.02(8)(a)2., the Pdamishall record any instances when the CPI
QUADRANT SRS-14,00qor equivalent) recuperative thermal oxidizer tengpure dropped to 1,490
or below. A log shall be kept documenting the tiofi¢he alarm, cause of alarm, and when the thermfpl
oxidizer resumed normal operation.

10. In accordance with the best available control teéimy provision of 310 CMR 7.02(8)(a)2. and 40
CFR 60.445(e), the Permittee shall install, catdranaintain and operate a continuous chart recordg
or computerized data recorder system that will iomiotusly record the exhaust gas temperature of th
CPIQUADRANT SRS-14,00qor equivalent) recuperative thermal oxidizer.

2,3 11. In accordance with 40 CFR 60.443(e), the Permghed! record all 3-hour periods (during actual
r(gmgilnto coating operations) during which the average teatpez of the CPQUADRANT SRS-14,00qor
the CPI equivalent) recuperative thermal oxidizer is mdr@nt50 °F below the average temperature of the
thermal device during the most recent performance test tgngpwith §60.442(a)(2).
oxidizer)

12. The Permittee shall record any instances dibdior visual alarm indicating the need for tidige

cleaning of the CR)UADRANT SRS-14,00(or equivalent) recuperative thermal oxidizer #mel
2,3 action taken.
(when
routed to
the CPI | 13. The Permittee shall maintain a copy of all noiseey results on-site, if applicable.
thermal
oxidizer)

14. The Permittee shall maintain adequate recordstertesdemonstrate compliance status with all
operational, production, and emission limits camgdiin Table 2 above. Records shall also include th
actual emissions of air contaminant(s) emittedefach calendar month and for each consecutive
twelve-month period (current month plus prior eleweonths). These records shall be compiled no
later than the 1%day following each month. An electronic versidrite MassDEP approved record
keeping form, in Microsoft Excel format, can be ddeaded at
http://www.mass.gov/eea/agencies/massdep/air/apfstimited-emissions-record-keeping-and-
reporting.html#WorkbookforReportingOn-SiteRecordiee.

15. The Permittee shall maintain records of monitoang testing as required by Table 3.

16. The Permittee shall maintain a copy of this Plaprpal, underlying Application and the most up-to
date SOMP for the EU(s) and PCD(s) approved heneisite.

- 17. The Permittee shall maintain a record of routinénteamance activities performed on the approved
Fz\j\ﬁlcljléy_ EU(s), PCD(s) and monitoring equipment. The resaftall include, at a minimum, the type or a

description of the maintenance performed and the alad time the work was completed.
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Table4
EU Record K eeping Requirements

18. The Permittee shall maintain a record of all matfions affecting air contaminant emission rates on
the approved EU(s), PCD(s) and monitoring equipmétta minimum, the records shall include:
date and time the malfunction occurred; descriptibtihe malfunction; corrective actions taken; the
date and time corrective actions were initiated @mapleted; and the date and time emission rates
and monitoring equipment returned to compliant apen.

19. The Permittee shall maintain records to ensurecserft information is available to comply with 310
CMR 7.12 Source Registration.

20. The Permittee shall maintain records required s/Rttan Approval on-site for a minimum of five (5)
years.

21. The Permittee shall make records required by tlais Rpproval available to MassDEP and USEPA
personnel upon request.

Table 4 Key:
EU = Emission Unit Number CMR = Code of Massachadeegulations
PTE = Permanent Total Enclosure CFR = Code of ¢&egulations
% = percent RTO = regenerative thermal oxidizer
°F = degrees Fahrenheit MassDEP = Massachusettstepaof Environmental Protection
VOC = volatile organic compound USEPA = United &dEnvironmental Protection Agency
HAP = Hazardous Air Pollutant SOMP = Standard Otiegeand Maintenance Procedure
PCD = Pollution Control Device CPI = Catalytic Puoth International
Table5
EU Reporting Requirements
1. In accordance with 40 CFR 60.447(b), following thigial performance test, the Permittee shall
submit quarterly reports to MassDEP of exceedaatése VOC emission limits specified in 40
CFR 60.442. If no such exceedances occur durpayticular quarter, a report stating this shall b
12 3 submitted to the MassDEP semiannually.
2. In accordance with 40 CFR 60.447(c), the Permitesd submit reports at the frequency specified
in 860.7(c) when the CIRE Technologies, Inc. RT@gerature drops as defined under
860.443(e). If no such periods occur, the ownearp@rator shall state this in the report. All
reports shall be postmarked by the 30th day folhgpthe end of each six-month period.
3. The Permittee shall notify MassDEP, Western Regigthin 14 days of completion, when the CP
QUADRANT SRS-14,00qor equivalent) recuperative thermal oxidizer hasn installed.
2,3 4. In accordance with 40 CFR 60.447(a), the Perm#ledl submit to the MassDEP the performancé
(when test data and results from the performance tespesified in 860.8(a) of the General Provisions
routed to (40 CFR part 60, subpart A).
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Table5

EU Reporting Requirements

the CPI 5. In accordance with 40 CFR 60.447(c), the Permatesd submit reports at the frequency specified
thermal in §60.7(c) when the CRIUADRANT SRS-14,00qor equivalent) recuperative thermal oxidizer
oxidizer) temperature drops as defined under §60.443(ejo such periods occur, the owner or operator
shall state this in the report. All reports slmIpostmarked by the 30th day following the end of
each six-month period.

6. The noise survey results shall be submitted to MESSs WERO, in writing, attention BAW
Permit Chief, within 30 days of the completion e$ting, if applicable.

7. The Permittee shall, by January 31st of each wedamit to MassDEP an annual summary of the
Facility- 12 monthly reports from the previous calendar yéidre report shall summarize emissions for: 1)

wide each calendar month, and 2) for each rolling twehemth period (current month plus prior eleven
months) for each month.

8. The Permittee shall submit to MassDEP all infororatiequired by this Plan Approval over the
signature of a “Responsible Official” as definedit0 CMR 7.00 and shall include the
Certification statement as provided in 310 CMR 72)t).

9. The Permittee shall notify the Western Regionald@fbf MassDEP, BAW Section Chief by
telephone: (413) 755-2115, email: marc.simpson@stet.us, or fax : (413) 784-1149, as soon a
possible, but no later than three (3) businessaftay discovery of all exceedances of Table 2
requirements. A written report shall be submitiethe Section Chief at MassDEP within ten (10
business days thereafter and shall include: ideatibn of exceedance(s), duration of
exceedance(s), reason for the exceedance(s), treeractions taken, and action plan to prevent
future exceedance(s).

Facility-
wide

10. The Permittee shall report annually to MassDERcordance with 310 CMR 7.12, all
information as required by the Source Registrafamission Statement Form. The Permittee shal
note therein any minor changes (under 310 CMR 2)(&), 7.03, 7.26, etc.), which did not requirg
Plan Approval.

11. The Permittee shall provide a copy to MassDEP gfranord required to be maintained by this
Plan Approval within 30-days from MassDEP’s request

Table5 Key:

EU = Emission Unit Number CMR = Code of Massacheadeégulations
BAW = Bureau of Air and Waste CFR = Code of FedBegjulations
VOC = volatile organic compound CPI = Catalytic @Rrots International
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4, SPECIAL TERMSAND CONDITIONS

A. The Permittee is subject to, and shall comply wiltle, Special Terms and Conditions as containedhbier
6 below:

Table6

EU Special Terms and Conditions

1. The Permittee shall institute the following BMPs:

a. Store all VOC-containing materials used for surfpgparation, cleaning, and rework in
closed containers;

b. Ensure that mixing and storage containers used@€-containing materials used for
surface preparation, cleaning and rework are Keged at all times except when
depositing or removing these materials;

c. Minimize spills of VOC-containing materials used gurface preparation, cleaning, and
rework;

d. Convey VOC-containing materials used for surfa@ppration, cleaning, and rework
from one location to another in closed containergipes;

e. Minimize VOC emissions from cleaning of applicati@orage, mixing, and conveying

1,2,3 equipment by ensuring that:

i. equipment cleaning is performed without atomizing tleanup solvent; and

ii. all spent solvent is captured in closed containers;

iii. Store and dispose of all absorbent materials, agatioth and/or paper that are
contaminated with VOC-containing materials usedsfmface preparation,
cleaning, and rework in non-absorbent containeasghall be kept closed
except when placing materials in or removing materirom the container.

2. In accordance with the best available control teétmy provision of 310 CMR 7.02(8)(a)2., the
Permittee shall conduct all cleaning operationshencoater within the PTE which shall be routed tg
an operational CIRE Technologies, Inc. RTO.

3. In accordance with 310 CMR 7.02(8)(a)2., the Pasamisthall ensure a minimum 1 second residenge
time in the combustion chamber of the CIRE Techgials, Inc. RTO.

4. Inaccordance with 310 CMR 7.02(8)(a)2., the bunfehe CIRE Technologies, Inc. RTO shall be
fired on natural gas only.

5. In accordance with the best available control tetdgy provision of 310 CMR 7.02(8)(a)2., water-
based coatings shall be limited to a maximum VOOAbdntent of 0.2 pounds per pound of solids
applied, before control and with a maximum VOC/Heédhtent of 3% by weight. Coatings with
VOC/HAP content above this limit shall be venteatpreheated CIRE Technologies, Inc. RTO.
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Table 6

EU Special Terms and Conditions

6. In accordance with 310 CMR 7.02(8)(a)2., the Paamishall install an interlock that prevents
operation without the appropriate CIRE Technologies. RTO preheated to 1,580 The
temperature of the thermal oxidizer shalie400F when applying a solvent-based coating or
cleaner.

1,2,3

7. In accordance with 40 CFR 860.443(j), Startupssinddowns are normal operation for this source
category. Emissions from these operations are inddeded when determining if the standard
specified at 860.442(a)(2) is being attained.

8. Each individual CIRE Technologies, Inc. RTO shalhtrol EU #1 or EU #2 (as well as EU #3 and
the Mix Room/Flammable Storage Room), but not ElA#d EU #2 concurrently.

9. In accordance with 310 CMR 7.02(8)(a)2., the Pagmishall ensure a minimum 1.21 seconds
residence time in the combustion chamber of the@RDRANT SRS-14,00qor equivalent)
recuperative thermal oxidizer.

10. In accordance with 310 CMR 7.02(8)(a)2., the bunfdhe CPIQUADRANT SRS-14,00or
equivalent) recuperative thermal oxidizer shalfibed on natural gas only.

11. In accordance with the best available control tetdgy provision of 310 CMR 7.02(8)(a)2., water-
based coatings shall be limited to a maximum VOOAbdntent of 0.2 pounds per pound of solids
applied, before control and with a maximum VOC/Heédhtent of 3% by weight. Coatings with
VOC/HAP content above this limit shall be ventectpreheated CRIUADRANT SRS-14,00qor
equivalent) recuperative thermal oxidizer.

2,3
(when
routed to
the CPI 12. In accordance with 310 CMR 7.02(8)(a)2., the Paemishall install an interlock that prevents
c;[sgi';e"’:l) operation without the CR)UADRANT SRS-14,00qor equivalent) recuperative thermal oxidizer

preheated to 1,56B. The temperature of the thermal oxidizer shaith,400F when applying a
solvent-based coating or cleaner.

13. In accordance with the best available control tetdmy provision of 310 CMR 7.02(8)(a)2., the
Permittee shall conduct all cleaning operationshencoater within the PTE which shall be routed t¢
an operational CRPUADRANT SRS-14,00qor equivalent) recuperative thermal oxidizer.

14. In accordance with 310 CMR 7.04(4)(a), the Permigtirall inspect and maintain the burner on the
CPIQUADRANT SRS-14,00(or equivalent) recuperative thermal oxidizeragtordance with the
manufacturers recommendations and test for effi@peration at least once in each calendar year
The results of said inspection, maintenance, astthtgand the date upon which it was performed
shall be recorded and posted conspicuously onarthe facility.
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Table6
EU SPECIAL TERM Sand CONDITIONS
15. The Permittee is subject to the Standards of Pednce for Pressure Sensitive Tape and Label
Surface Coating Operations of 40 CFR Part 60 Sulfjfar, 40 CFR Part 60.440 through 60.447, in
which authority has been delegated to the Mass@E& shall comply with all applicable
Facility- requirements within this subpart.
wide 16. A log of all noise complaints and response to thmglaint shall be kept onsite for tracking purposeis
and to assure that action is taken to addresssoe.i
17. Any prior Plan Approvals issued under 310 CMR 7%&Ball remain in effect unless specifically
changed or superseded by this Plan Approval. Hodify shall not exceed the emission limits and
shall comply with approved conditions specifiedtia prior Plan Approval(s) unless specifically
altered by this Plan Approval.
Table 6 Key:
EU = Emission Unit Number CMR = Code of MassachedRegulations
°F = degrees Fahrenheit RTO = regenerative therridizer
PTE = permanent total enclosure VOC = Volatile @ig&ompounds
CFR = Code of Federal Regulations BMP = best manegepractice
> = greater than or equal to CPI = Catalytic Prosltternational

MassDEP = Massachusetts Department of EnvironmBntédction

B. STACK CRITERIA

1. The Permittee shall install and use an exhausk,stacrequired in Table 7, on each of the Emission
Units that is consistent with good air pollutiomt®l| engineering practice and that dischargessdo a
not cause or contribute to a condition of air pidin. Each exhaust stack shall be configured to
discharge the gases vertically and shall not bgeed with any part or device that restricts theieal
exhaust flow of the emitted gases, including, kaitlmited to, rain protection devices known as
“shanty caps” and “egg beaters.”

2. The Permittee shall install and utilize exhaustlstavith the following parameters, as contained in
Table 7, for the Emission Units that are reguldtgdhis Plan Approval:

Table7
Stack Height Stack Inside Exit Stack Gas Exit Stack Gas Exit
EU Above Ground Dimensions Velocity Range | Temperature Range
(feet) (feet) (feet per second) (°F)
1 >29 1.33 45 ~ 175
2 >29 1.33 45 ~ 175
3 >29 1.33 45 ~ 175
RTO #1 >29 2.33 60 200-550




S.

Adhesive Applications, Inc.
June 30, 2017 — Limited Plan Approval
Application No: 17-AQ01P-000018-APP
Page 16 of 18

Table7
Stack Height Stack Inside Exit Stack Gas Exit Stack Gas Exit
EU Above Ground Dimensions Velocity Range | Temperature Range
(feet) (feet) (feet per second) (°F)
RTO #2 >29 2.33 60 200-550
CPI Oxidizer #3 >45 >10 45 220-360
Table7 Key:
EU = Emission Unit Number °F = Degree Fahrenheit
> = greater than ~ = estimated

GENERAL CONDITIONS

The Permittee is subject to, and shall comply vitie, following general conditions:

A.

Pursuant to 310 CMR 7.01, 7.02, 7.09 and 7.10,ldremy nuisance condition(s), including but notitad
to smoke, dust, odor or noise, occur as the restitte operation of the Facility, then the Pernaitshall
immediately take appropriate steps including shwtdaf necessary, to abate said nuisance condgjon(

If asbestos remediation/removal will occur as altesf the approved construction, reconstructian, o
alteration of this Facility, the Permittee shaltere that all removal/remediation of asbestos $featone in
accordance with 310 CMR 7.15 in its entirety an@ @MR 4.00.

. If construction or demolition of an industrial, comarcial or institutional building will occur as esult of

the approved construction, reconstruction, or atten of this Facility, the Permittee shall enstirat said
construction or demolition shall be done in accaogawith 310 CMR 7.09(2) and 310 CMR 4.00.

Pursuant to 310 CMR 7.01(2)(b) and 7.02(7)(b),Reamittee shall allow MassDEP and / or USEPA
personnel access to the Facility, buildings, ahgeaatinent records for the purpose of making icsipas
and surveys, collecting samples, obtaining datd,raniewing records.

. This Plan Approval does not negate the responsifafithe Permittee to comply with any other apgile

Federal, State, or local regulations now or infthare.

Should there be any differences between the Apmicand this Plan Approval, the Plan Approval Ehal
govern.

. Pursuant to 310 CMR 7.02(3)(k), MassDEP may revhlsePlan Approval if the construction work is not

commenced within two years from the date of issaaidhis Plan Approval, or if the construction Wwas
suspended for one year or more.
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H. This Plan Approval may be suspended, modifiedewoked by MassDEP if MassDEP determines that any
condition or part of this Plan Approval is beinghated.

l.  This Plan Approval may be modified or amended wihahe opinion of MassDEP such is necessary or
appropriate to clarify the Plan Approval conditimrsafter consideration of a written request by the
Permittee to amend the Plan Approval conditions.

J. Pursuant to 310 CMR 7.01(3) and 7.02(3)(f), tharieee shall comply with all conditions contained i

this Plan Approval. Should there be any differertmetsveen provisions contained in the General Candit
and provisions contained elsewhere in the Plan é&yady the latter shall govern.

6. MASSACHUSETTSENVIRONMENTAL POLICY ACT

MassDEP has determined that the filing of an Emritental Notification Form (ENF) with the Secretafy
Energy & Environmental Affairs, for air quality ctval purposes, was not required prior to this achy
MassDEP. Notwithstanding this determination, thesBachusetts Environmental Policy Act (MEPA) ant 30
CMR 11.00, Section 11.04, provide certain “Fail€Bfovisions,” which allow the Secretary to reqtive

filing of an ENF and/or an Environmental Impact BEdEIR) at a later time.

1. APPEAL PROCESS

This Plan Approval is an action of MassDEP. If yaya aggrieved by this action, you may request an
adjudicatory hearing. A request for a hearing nesmade in writing and postmarked within twenty ¢21)
days of the date of issuance of this Plan Approval.

Under 310 CMR 1.01(6)(b), the request must statarlyt and concisely the facts, which are the gredondthe
request, and the relief sought. Additionally, tbquest must state why the Plan Approval is nosisbent with
applicable laws and regulations.

The hearing request along with a valid check pay#bthe Commonwealth of Massachusetts in the atadun
one hundred dollars ($100.00) must be mailed to:

Commonwealth of Massachusetts
Department of Environmental Protection
P.O. Box 4062
Boston, MA 02211

This request will be dismissed if the filing feeniat paid, unless the appellant is exempt or gthateraiver as
described below. The filing fee is not requirethié appellant is a city or town (or municipal aggn county,
or district of the Commonwealth of Massachusetts municipal housing authority.
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MassDEP may waive the adjudicatory hearing-filiag for a person who shows that paying the feeongthte
an undue financial hardship. A person seekingigevanust file, together with the hearing requespeovided
above, an affidavit setting forth the facts belgwe support the claim of undue financial hardship.

Should you have any questions concerning this Rigproval, please contact Bob Shultz by telephon&l 8t
755-2210, or in writing at the letterhead address.

This final document copy is being provided to you electronically by the
Department of Environmental Protection. A signed copy of this document
is on file at the DEP office listed on the letterhead,

Date: June 30, 2017

Marc Simpson

Permit Section Chief

Bureau of Air and Waste

Western Regional Office
Enclosure

ecc: Marc Simpson, Peter Czapienski — MassDEP/WHR@ther Parent — MassDEP/WERO/Legal
MassDEP/Boston - Yi Tian
David P. Horowitz DPHorowitz@tighebond.com




